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Overview
EZ Guide Fixed Rail is a non-adjustable guidance system designed for product retention on a conveyor. The EZ Guide Fixed Rail is designed to be an economical replacement for fixed Value Guide systems for both straight and curved conveyors.  The Fixed rail system uses standard sheet metal channel brackets allowing for an offset from the conveyed product. EZ Guide Fixed Rail can act as a stand-alone guide rail system or be paired with the other EZ Guide configurations to allow for adjustability.  
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Guide Rail
The rail used in the EZ Guide system is made from anodized aluminum. The aluminum rail is 45mm tall and has a rounded profile, allowing for minimal product contact while still maintaining product retention on the conveyor. The guide rail comes in 16-foot standard lengths and is designed to nest, allowing pieces to be lapped over each other for extended distances.    
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Standard Fixed Brackets
By using the existing guide rail channel brackets, the EZ Guide Fixed Rail can directly replace fixed Value Guide applications. Some of the standard channel bracket rail offsets are shown below. 
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System Bracket Placement Rules
When installing the EZ Guide Fixed Bracket System, follow this bracket placement procedure:

1. If your application has horizontal curves, mount brackets here first.
a. Start by placing a bracket at the apex (midpoint) of the curve.
b. Space other brackets evenly through the curve without exceeding 24” between brackets.
Max Arc Length 24in


2. At the tangent points (ends) of the curved sections:
a. There must be at least one bracket on the straight section of guide rail after the tangent point. 
Tangent Point

3. Lastly mount brackets on the straight sections of the conveyor as evenly as possible without exceeding 24” between brackets.









Extended Lengths
While manufacturing limitations keep the guide rail length at 16 feet, the EZ Guide Fixed Rail system can be made to fit any length conveyor. The Fixed clamp assembly has (2) locations to attach guiderail. To extend a Fixed Rail system beyond the length of a single rail, simply lap 2 guide rails together at the end of the first rail. This function provides a joint at the entry and exit of curves and straight sections if needed. When lapping (2) rails together, make sure the lap always occurs in the direction of the product flow as illustrated bellow.
                          Inside Rail
Outside Rail
Product Flow
Outside Rail
Inside Rail
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	Fixed Bracket System Bill of Materials

	Item Number
	Description
	Part Number
	Quantity

	1
	Channel Bracket
	DS4401-01-SS
	1

	2
	Mounting Bracket Assy – FHCL
	DA4410-FHCL
	1

	3
	M8 Acorn Nut
	
	1
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