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MicroSpan® Chain Options
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Surface for
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MicroSpan® chain is sold in rolls — 300mm (11.8") wide, 15.2m (50 ft.) long

MicroSpan® Standard Sprocket Types

DA6600-2008-191 DA6600-2008-125 DA6600-2008-20mm DA6600-2008-HEX
48.5mm Bore (1.91") 31.75mm Bore (1.25") 20mm Bore (0.79") Hex Bore 19.1mm (0.75")
* 2-piece bolt-together design * 44-tooth sprocket

* Material: natural color Nylon * 70.08mm (2.76") pitch diameter

* Sprocket halves are identical * 220mm (8.66") chain travel per revolution
1




MicroSpan® Sprocket Assembly Mounting Details
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MicroSpan Sprocket Assy - 1.91” Bore
DA6600-2008-191

MicroSpan Sprocket Assy - 1.25" Bore
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MicroSpan Sprocket Assy - 20mm Bore
DA6600-2008-20mm

l Live Tensioner REQUIRED '

__ Gap > 9mm o
g, (>0.35") S

MicroSpan Sprocket Assy - 0.75" Hex Bore
DA6600-2008-HEX
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Nose Bar / Nose Roller Specifications

| Static Nose Bar '

BI-DIRECTIONAL

Minimum Nose Diameter: 6.0mm (0.25")
Max. Chain Speed: 45.7 m/min (150 ft/min)

Nose Di-ar.ﬁeter: > 12.7mm (0.5")
Max. Chain Speed: 76.2 m/min (250 ft/min)




MicroSpan® Chain Approved Running Surfaces for
MicroSpan® Chain

UHMW-PE Bed

Electroless Nickel Plated Aluminum

Hard Chrome Plated Stainless Steel

UHMW-PE Tape on rigid surface

* Material: Acetal

* Color: dark grey

* Bi-directional around 12.7mm
(1/2") or larger Nose Roller*

* Directional around 6mm (1/4")

i i * 15mm (0.59”) typical
f |an?eterlStat|c Nose Bar o .._ 'veieal Standard Sprocket

see illustrations - page 2 (3.54,,) Placement Guide
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The above values apply for 300mm (11.8) B e e e RS Bl B S S S =
wide chain, used with 25.4mm (17) Idler T M i MO D
Nose Rollers & standard 44-tooth sprockets. (%0% gy =D 0 1] [y Ay
NOTE: Any other configurations must be
tested and verified by Developer. One-Piece Sprocket Specifications
No. of Pitch Standard Bore
Special One-Piece Sprockets Teeth Diameter +(fsor3;n;ggg]?1
Span Tech can provide machined one- 29 |46.24mm (1.8206")| 31.75mm _(1.25")
piece sprockets for various special 28 |44.65mm (1.7581")| 31.75mm (1.25")
applications. 27 |43.07mm (1.6956")| 25.40mm (1.0")

26 |[41.48mm (1.6331")| 25.40mm (1.0")
25 139.89mm (1.5706")| 25.40mm (1.0")
24 |[38.30mm (1.5081")| 25.40mm (1.0")
23 136.72mm (1.4456")| 19.05mm (0.75")
22 |[35.13mm (1.3832")| 19.06mm (0.75")
21 133.54mm (1.3207")| 19.06mm (0.75")
20 [31.96mm (1.2583")| 19.06mm (0.75")
19 130.37mm (1.1959")[ 12.70mm (0.5")
18 |28.79mm (1.1336")| 12.70mm (0.5")
18-tooth one-piece sprocket 17 127.217mm (1.0712")| 12.70mm (0.5")
16 |25.63mm (1.0090")| 12.70mm (0.5")




Recommended chain slack

“Brickwork” Pattern
MicroSpan® chain is assembled in an alternating
“brickwork” pattern. Correct (left) and Incorrect
(right) examples are shown below:

Excessive chain slack

Natural “tenting” with new chain. This is
normal and will disappear with run-in.

Opening MicroSpan® chain

Use a standard
engineer’s scale to
open MicroSpan®
Chain.

Connecting
MicroSpan® chain

Removing links from bottom

Use a small flat
screwdriver to
remove excess
rows of chain.

Always remove
rows in pairs — see
“Brickwork” Pat-
tern illustration
above.

Use a roller to
reconnect Micro-
Span® Chain.

SpanTech LLC

P O.Box 369 ¢ 1115 Cleveland Avenue ¢ Glasgow, KY 42141
phone 270-651-9166 ¢ fax 270-651-7533 ¢ general_info@spantechllc.com ¢ www.spantechllc.com

4

07-24-09




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [4000 4000]
  /PageSize [612.000 792.000]
>> setpagedevice


